Bulk Materials Handling Equipment

K3 MVE-Exd EXPLOSION-PROOF

6 POLES - 1000/1200 rpm
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ELECTRICAL SPECIFICATIONS

Centrifugal . Nominal
[chn:n] Model Force W(ilg]ht Inpu[L\I;vo]wer Current la/In Cable Gland
g (kg) 9 Amax. (Y)
50Hz | 60Hz 50Hz 60Hz 50Hz | 60Hz | 50Hz | 60Hz || 50Hz | 60Hz [igg\i] [22?\5] 50Hz | 60Hz Metric
91.9 MVE 500/1D-50A0 | MVE 500/12D-50A0 & 513 | 739 54 0.30 | 0.32 | 110 | 1.05 2.8 2.7 3/4” NPT 110 °C
137.4 1 108.6 || MVE 800/1D-60A0 | MVE 800/12D-60A0 | 767 | 873 73 71 0.57 | 0.68 | 1.14 | 1.21 3.2 3.1 3/4" NPT 110 °C
187.7 | 137.3 || MVE 1100/1D-60A0 | MVE 1100/12D-60A0 | 1,048 | 1,104 = 80 74 0.56 | 0.58 | 1.40 | 1.30 3.2 3.1 3/4” NPT 110 °C
284.8|196.5 || MVE 1500/1D-60A0 | MVE 1500/12D-60A0 | 1,590 | 1,580 | 94 83 0.80 | 0.90 | 1.60 | 1.70 3.3 3.3 3/4” NPT 110 °C
299.6 | 203.5 || MVE 1600/1D-70A0 | MVE 1600/12D-70A0 | 1,673 | 1,636 | 109 99 1.00 | 113 | 2.50 | 2.72 3.7 3.6 3/4" NPT110°C
373.1 | 248.7 || MVE 2100/1D-70A0 | MVE 2100/12D-70A0 | 2,083 | 2,000 | 121 | 107 1.20 | 1.35 | 2.80 | 3.00 4.3 44 3/4” NPT 110 °C
467.4 1 306.7 || MVE 2600/1D-75A0 | MVE 2600/12D-75A0 | 2,610 | 2,466 | 153 | 136 1.50 | 1.60 | 3.50 | 3.30 4.8 4.8 3/4" NPT 110 °C
540.3 | 379.7 || MVE 3000/1D-75A0 | MVE 3000/12D-75A0 | 3,017 | 3,053 | 161 135 1.75 | 190 | 4.30 | 4.00 5.0 5.0 3/4” NPT 110 °C
680.4 | 437.4 || MVE 3800/1D-80A0 | MVE 3800/12D-80A0 | 3,799 | 3,517 | 215 | 196 210 | 2.30 | 5.00 | 4.80 5.9 6.0 3/4" NPT110°C
838.3|584.2 || MVE 4700/1D-80A0 | MVE 4700/12D-80A0 | 4,681 | 4,697 | 231 | 212 2.50 | 2.80 | 6.20 | 6.00 5.5 5.7 3/4” NPT 110 °C
ELECTRICAL SPECIFICATIONS
Centrifugal . Nominal
[chn:n] Model Force W[i'g]ht Inpu[:(\F/’V?wer Current la/In Cable Gland
¢ (kg) 9 Amax. (Y)
50Hz | 60Hz 50Hz 60Hz 50Hz | 60Hz |50Hz-60Hz| 50Hz | 60Hz [igg\i] [223\?] 50Hz | 60Hz Metric
56.9 MVE 250/075D-50A0 | MVE 250/090D-50A0 | 179 | 257 47 0.35 | 0.38 | 1.15 | 115 1.7 1.7 3/4" NPT 110 °C
84.0 MVE 400/075D-50A0 | MVE 400/090D-50A0 | 264 | 380 54 0.35 | 0.38 | 1.15 1.15 1.9 1.9 3/4" NPT 110 °C
137.3 MVE 650/075D-60A0 | MVE 650/090D-60A0 | 431 | 621 73 0.43 | 050 | 112 | 1.10 2.2 2.2 3/4" NPT 110 °C
187.7 MVE 900/075D-60A0 | MVE 900/090D-60A0 | 589 | 849 82 0.55 | 0.60 | 1.40 | 1.20 | 2.5 2.5 3/4" NPT 110 °C
299.6 MVE 1300/075D-70A0 | MVE 1300/090D-70A0 = 941 | 1,355 109 0.80 | 0.80 | 2.20 | 210 | 3.0 3.0 3/4" NPT 110 °C
467.4 MVE 2100/075D-75A0 | MVE 2100/090D-75A0 | 1,468 | 2,114 153 1.25 | 1.30 | 3.20 | 2.80 | 4.2 4.1 3/4” NPT 110 °C
680.3 MVE 3100/075D-80A0 | MVE 3100/090D-80A0 | 2,137 | 3,077 214 150 | 1.80 | 3.80 | 3.80 | 4.0 4.0 3/4"NPT110 °C
838.4 MVE 3800/075D-80A0  MVE 3800/090D-80A0 | 2,633 | 3,792 230 2.50 | 3.20 | 5.50 | 570 | 3.9 4.0 3/4” NPT 110 °C

SIZE 60A0

To convertkg into Newton: N = 9.81-kg
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Exdb 1B T4
Extb [lIC IP66 Tx
Compliance with Essential Health and Safety Requirements

» IECEN 60079-0, IEC EN 60079-31, IEC EN 60079-1
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Bulk Materials Handling Equipment
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DIMENSIONAL SPECIFICATIONS (MM)
Model S © M Holes
2 | size A B | 06 D | E | F | H L N
=]
50Hz 60Hz < 50Hz | 60Hz | 50Hz | 60Hz n°
MVE 500/1D-50A0 | MVE 500/12D-50A0 | X | 50A0 | 466 130 120 1170 | 17 | 4 | 209 | 251 | 27 | 103 | 185 | 205 165
MVE 800/1D-60A0 | MVE 800/12D-60A0 | X | 60A0 477 m 140 | 190 | 17 | 4 | 234 | 283 | 25 | 124 | 240 | 254 | 221
MVE 1100/1D-60A0 | MVE 1100/12D-60A0 | X || 60A0 521 133 140 | 190 | 17 | 4 | 234 283 25 | 124 | 240 | 254 | 221
MVE 1500/1D-60A0 | MVE 1500/12D-60A0 | X | 60A0 597 171 140 | 190 | 17 | 4 | 234 | 283 | 25 | 124 | 240 | 254 | 221
MVE 1600/1D-70A0 | MVE 1600/12D-70A0 | Y | | 70A0 586 153 155 | 225 | 22 | 4 | 274 | 311 | 32 | 140 | 256 | 279 | 235
MVE 2100/1D-70A0 | MVE 2100/12D-70A0 | Y || 70A0| | 646 183 155 | 225 | 22 | 4 | 274 | 311 | 32 | 140 | 256 | 279 | 235
MVE 2600/1D-75A0 | MVE 2600/12D-75A0 | Y | 75A0 724 210 155 | 255 | 23.5 | 4 | 302 | 330 | 30 | 150 | 280 @ 304 | 264
MVE 3000/1D-75A0 | MVE 3000/12D-75A0 | Y || 75A0 724 210 155 | 255 | 23.5 | 4 | 302 | 330 | 30 | 150 | 280 | 304 | 264
MVE 3800/1D-80A0 | MVE 3800/12D-80A0 | Y | 80A0 692 167 180 | 280 | 26 | 4 | 330|379 | 33 | 176 330 358 310
MVE 4700/1D-80A0 | MVE 4700/12D-80A0 | Y | 80A0 Tht 193 180 | 280 | 26 | 4 | 330|379 | 33 | 176 | 330 | 358 | 310
DIMENSIONAL SPECIFICATIONS (MM)
Model o © M Holes
2 || size A B 06 D| E|F|H L N
=)
(=]
50Hz 60Hz 50Hz-60Hz | 50Hz-60Hz n°
MVE 250/075D-50A0 | MVE 250/090D-50A0 | X | | 50A0 396 95 120170 | 17 | 4 209 251 | 27 103|185 205 | 165
MVE 400/075D-50A0 | MVE 400/090D-50A0 | X | | 50A0 466 130 120170 | 17 | 4 209 251 | 27 | 103|185 205 | 165
MVE 650/075D-60A0 | MVE 650/090D-60A0 | X | | 60A0 477 m 140 1190 | 17 4 | 234 283 25 | 124 240 | 254 | 221
MVE 900/075D-60A0 | MVE 900/090D-60A0 | X | | 60A0 521 133 140 | 190 | 17 | 4 | 234|283 | 25 | 124 | 240 | 254 | 221
MVE 1300/075D-70A0 | MVE 1300/090D-70A0 | Y | | 70A0 586 153 155|225 22 | 4 274 311 | 32 140 256 | 279 | 235
MVE 2100/075D-75A0 | MVE 2100/090D-75A0 | Y | | 75A0 724 210 155 | 255 | 23.5| 4 | 302|330 | 30 | 150 | 280 | 304 | 264
MVE 3100/075D-80A0 | MVE 3100/090D-80A0 | Y | |80A0 692 167 180 | 280 | 26 | 4 330 379 | 33 | 176 | 330|358 310
MVE 3800/075D-80A0  MVE 3800/090D-80A0| Y | |80A0 744 193 180|280 | 26 | 4 330379 33 | 176 | 330 | 358 | 310

Notes:

NOTE: Dimensions with coarse degree of accuracy related to UNI 22768/1

This information is provided without warranty, representation, inducement or licence of any kind. It is accurate to the best OLI knowledge or is obtained from sources believed to be accurate. OLI therefore assumes no legal responsibility.
The latest and most updated information are available online
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Class |, Div.1 Group C, D T4 IP66
Conform to UL 1004-1, UL 674, CSA 22.2 60079-0, CSA 22.2 60079-31, CSA 22.2 100, CSA 22.2 25, CSA 22.2 145, CSA 22.2 60079-1
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